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Side-Mount/Rotated VersionAIR TIGHT / IC RATED 

HOUSING

Standard
Housing

11.5”

9.5”

Shallow
Housing

Orient Towards Artwork

16” O.C.0-10 Volt for 
Dimming

12-2 Switch Leg

10” O.D. Flush 
Cover Plate
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Side-Mount/Rotated Version 2RENDERING W/DRYWALL & FLUSH OFFSET 

HOLE MUD RING/ACCESS PANEL
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PROJECTOR INSTALLATION
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CEILING
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TYPICALLY SET AT 45° TO ART WORK

45° 
Set

Plug in Lamp Cord to Molex 
Connector
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Adjustment
Paddles “4”

Remove Bottom
Paddle-Handle for 
Cover Plate Clearance



FOCUS TUBE WITH OBJECTIVE LENS 
SELECTION TO COVER ARTWORK
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Focus Tube With Objective
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Focus Tube With Objective

ADDITIONAL ANCHOR STRAP
FOR SOLID MOUNTING

Additional Anchor Strap
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2. Fine Tune Focus
    For Sharp Imaging

1. Fine Tune Adjustable Paddles
    To Crop Light Exactly on Art Canvas

3. Lock Paddles
    Into Place

4. Adjust the Iris

FINAL FOCUS & ADJUSTMENT
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FLUSH CEILING COVER BACK IN 
PLACE


